


Instructions for use

Dosage

The optimum dosage must be determined by site trials
with the particular concrete mix.  As a guide, a dosage
of 0.40 litres/100 kg cement will generally give an air
content  4½% ±1½% with cement contents of 300-350
kg/m3, normal dosage 0.20 - 0.80 liters/100 kg cement.

Overdosing

An overdose of double the recommended amount of
Expanplast* AEA can result in slight increase in settling
time and a reduction in compressive strength.

Dispensing

The correct quantity of Expanplast*  AEA should be
measured by means of a recommended dispenser.  The
company’s technical department should be consulted
regarding suitable equipment and its installation.

Expanplast* AEA should be added directly to the mixer
and best results are obtained if added at the same time
as the mixing water.

Curing

A Expancure*  curing membrane should be used, or
alternative curing methods such as polythene, water
spray or wet hessian.

Cleaning

Spillages of Expanplast* AEA can be removed with water.

Technical support

Epanchem Fospak offers a comprehensive technical
support service to specifiers, end users and contractors.
It is also able to offer on-site technical assistance, an
AutoCAD facility and dedicated specification assistance
in locations all over the world.

Estimating - packaging

Expanplast* AEA is supplied in 25, 210 litre drumsand
bulk supply.

For larger users, storage tanks can be supplied.

Storage

Expanplast* AEA has a minimum shelf life of 12 months
provided the temperature is kept within the range of 2°C
to 50°C.

Precautions

Health and Safety

Expanplast* AEA is slightly toxic and must not be ingested.
It is mildly alkaline and prolonged contact with the skin
must be avoided. Splashes to the skin should be washed
with water.

Any splashes to eyes should immediately be flushed with
clean water and medical advice should be sought.

Fire

Expanplast* AEA is non-flammable.

Additional Information

Technical data and guidance can be provided on a wide
range of admixtures and concreting aids including
accelerators, retarders, waterproofers, mould release
agents, surface retarders, workability aids and materials.
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* Denotes the trademark registered.

Important note
Expanchem Fospak products are guaranteed against defective materials and manufacture and are sold subject
to its standard terms and conditions of sale, copies of which may be obtained on request. Whilst Epanchem Fospak
endeavours to ensure that the technical information on this data sheet is correct at the time of printing, it is the
customer’s responsibility to satisfy himself, by checking with the company that this information is still current at
the time of use, that the product is suitable for the intended application, and that the actual conditions of use are
in accordance with those recommended. Because Expanchem Fospak has no control over the conditions of use
of its products, all recommendations or suggestions regarding the use of these products are made without guarantee.

www.fospak.com

REGIONAL SALES OFFICES IN PAKISTAN:

Fospak (Pvt) Ltd.
Head Office
702, Business Avenue,
Block-6, PECHS., Shahra-e-Faisal,
Karachi, Pakistan.
Tel # +92-21-34528477, 34529859
Fax # +92-21-34522436
Email : info.khi@fospak.com.pk

Rawalpindi Sales Office
1st Floor,
Al-Harmain Plaza,
Main Murree Road,
Rawalpindi, Pakistan.
Tel # +92-51-39290592
Fax # +92-51-39290590
Email : info.isb@fospak.com.pk

Lahore Sales Office
2nd Floor Sarwar Shaheed Plaza,
Cavalry Ground,
Main Boulevard, Lahore Cantt,
Lahore, Pakistan.
Tel # +92-42-36675773
Fax # +92-42-36675838
Email : info.lhr@fospak.com.pk
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